
Machinegun M07 

 Description 
Machine gun M07 is a version of machine gun M87 adapted to be mounted on vehicles, aircraft or other 

transport means. 

It is formed by mounting of machine gun M87 to the cradle, with post. Machine gun has lever 

mechanism for control and firing. 

The design of the machine gun provides reliable function, without stoppages, in all environments. It is a 

gas operated weapon, with sliding block breech as the locking system. 

Barrel is cold forged, with chrome plated interior, which provides long service life with unchanged 

ballistic characteristics. 

The barrel is disassembled from the machine gun quickly and easily, so in heavy duty it is possible to 

cool it quickly or replace it with the spare one.   

Machine gun is fed from a belt, placed in the ammunition box with the capacity of 60 rounds. 

After firing, cartridge cases are ejected forward, which incrases the safety of the shooter and the crew 

around him. 

Flash hider on the muzzle disperses gun powder gas and reduces the flash, which masks the position of 

the weapon. 

Depending on the purpose, the machine gun, with appropriate cradle, can be mounted on various types 

of combat means. 

Complete set: 

 Machine gun M07 

 Spare barrel 

 36 short belts for 10 cartridges 

 3 amunition boxes  

 Spare parts 

 Tools 

 Accessories 

 Handling and mintenance manuals  

 Packing case 

 Packing case 

 



 At customet’s request, the set can optionally include the following:  

 Belt filler; quantity per customer’s request 

Technical characteristic 
 

 
Machine gun M07 Machine gun M07 

Caliber (mm) 12.7x108mm .50Browning 

Twist rate (mm) 381 381 

Number of grooves 8 8 

Magazine capacity (rounds) 60 60 

Barrel length (mm) 1100 1100 

Length (mm) 1760 1760 

Weight (kg) 43.8 43.8 

Weight of mount (kg) 19 19 

Rate of fire (rds/min) 700 700 

Maximum effective range (m) 1500 1500 
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